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COVER OPTIONS

DRS4100
EQUIPMENT

DOOR

STAND

CABINET

•	 Sheet Metal or Glass Door ( Demountable )
•	 Manufactured of Stainless Material, Recessed Handle 
•	 Manufactured of Stainless Material, Leaf Hinge System 
•	 4mm, Smoked Color Tempered Glass 
•	 Warning Symbols in Accordance with ISO7010 Standard
•	 Door Phosphate Coating with Red or White Polyester Electrostatic Powder Painted.
•	 Special Color and Special Design Options
•	 Optional, Completely Galvanized or Completely Stainless Material Options are available. 

•	 A1 Quality Sheet Metal Manufactured Base
•	 Ventilation holes on the front and rear surfaces of the base
•	 Stand Phosphate Coating, Black Polyester Electrostatic Powder Painted. 
•	 Optional, Completely Galvanized or Completely Stainless Material Options are available. 

•	 A1 Quality Manufactured as a single piece of sheet metal Surface Mounted Cabinet
•	 Mounting, Ventilation and Water Drain Holes
•	 Cabinet is Coated with Polyester Electrostatic Powder Paint.
•	 Special Color and Special Design Options
•	 Optional, Completely Galvanized or Completely Stainless Material Options are available. 

•	 Fire Hose Reels are TS EN 671-1  and CE Certified ( Corrosion Resistant )

•	 1” 30mt Semi-Rigid Fire Hose, TS EN 694 Certificated

•	 2” Fire Valve (Brass), TS 12259 Certificated

•	 2” Storz Type Aluminum Coupling ( For Valve ) TS 12258 Certificated

•	 2” x 1” Storz Type Aluminum Coupling, TS 12258 Certificated

•	 Foam Mixer  Stainless, Water-Foam Ratio 1% - 3% - 6%

•	 Rotary Head Controlled Dooras Foam Nozzle” with Jet, Spray and Off Positions 

•	 Reel Arm is Made of 6mm Sheet Metal (Provides 270˚ Reel Movement)

•	 Special Foam Tank with 50lt Capacity and Resistant to Chemical Structure of Foam

•	 Tear-proof, Nonfading, PVC Operating Instructions on the Tank

•	 Products are shipped with cardboard packaging after tested hundred percent.

•	 All Hose Connections are done with Special Press Method. Clamp etc. are never used.

•	 All Hose Connection Points are Covered with Plastic to Prevent Harm to The Users.

•	 Reel Rims are Coated with Electrostatic Polyester Powder Paint.

•	 Reel Arm is Coated with Electrostatic Polyester Powder Paint.

•	 Optional 1” Foam Nozzle is Available (On-Off - Stainless Steel).

•	 For Longer Effective Range and Foam Quality, Please Choose the Dooras Rotary-Headed 
Controlled Nozzle.

NOTE: Foam Fire Hose Cabinets provide the opportunity to intervene in fires that may occur in volumes where the water extinguishing effect has not been sufficiently observed or 
the substances that can react with water are stored and produced. Examples of areas of use include Factories, Industrial Plants, Aircraft and Helicopter Hangars, Parking lots and 

Gas Stations. Foam Fire Hose Cabinets are suitable for Interventions with only water depending on water source other than Foam Intervention Period.

DRS4100T1 METAL DOOR DRS4100T3 GLASS DOOR

PRODUCT TECHNICAL SPECIFICATIONS

NOTE : If the product is to be used in risky environments such as hot, humid, salty, acidic, corrosive, etc., outside the building, please inform our sales representative and request assistance 
for the correct product selection. Otherwise, the product may fall outside the warranty Doorage.
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DRS 4100 SERIES SEMI-RIGID FIRE HOSE, 50LT FOAM CAPACITY, FIRE HOSE CABINETS

DOORAS A.Ş RESERVES THE RIGHT TO MAKE MODIFICATIONS ON THE PRODUCTS WITHOUT NOTIFICATION

PRODUCT MODEL CABINET 
TYPE PRODUCT DESCRIPTION

PRODUCT 
DIMENSIONS 

 (mm)

DOOR 
DIMENSIONS 

 (mm)

DOOR TYPE

T1 DOOR T3 DOOR T4 DOOR

q DRS4130.1ST_ Surface Mounted 
Type

1"-30m Semi-rigid Hose, Single Door, 50 Liter Foam Capacity, Foam Fire 
Cabinet 735x1570x230 ― q q ―
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