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DRS5700T1 METAL DOOR DRS5700T4 GLASS DOOR

DRS 5700 SERIES

DRS5700

•	 Fire Hose Reels are TS EN 671-1  and CE Certified ( Corrosion Resistant )

•	 1” 30mt Semi-Rigid Fire Hose, TS EN 694 Certificated

•	 2” Fire Valve (Brass), TS 12259 Certificated

•	 2” Storz Type Aluminum Coupling ( For Valve ) TS 12258 Certificated

•	 2” x 1” Storz Type Aluminum Coupling, TS 12258 Certificated

•	 Interconnection Hose ( Unbreakable Type )

•	 Spray Nozzle According to UL-FM and EN 671-1 ( Jet, Spray, Off )

•	 Reel Arm is Made of 6mm Sheet Metal (Provides 270˚ Reel Movement)

•	 Reel Rims are Made of A1 Quality Sheet Metal.

•	 Reel Rims are Coated with Electrostatic Polyester Powder Paint. (Red)

•	 Reel Arm is Coated with Electrostatic Polyester Powder Paint. (Black)

•	 Products are shipped with cardboard packaging after tested hundred percent.

•	 All Hose Connections are done with Special Press Method. Clamp etc. are never used.

•	 All Hose Connection Points are Covered with Plastic to Prevent Harm to The Users.

•	 Products Are Shipped Palletized and Packaged.

•	 2 1/2’’ Fire Department Connection Certified to TS 12259 Standard

•	 6Kg Dry Chemical Powder Fire Extinguisher (ABC Class) TS862-7 EN3 Certificated

EQUIPMENT DOOR
•	 Sheet Metal or Glass Door ( Demountable )
•	 Recessed Handle For T1 Type and T2 Type Doors (Corrosion Resistant - Stainless)
•	 Integrated Recessed Handle for T4 Type Doors
•	 Hidden Hinge System (Corrosion Resistant and 180 ° Openable )
•	 Hidden Frame in Standard Products ( To Door Plaster, Gypsum, etc. Imperfections )
•	 Special Magnetic Lock System (Fast and Easy to Use).
•	 4mm, Smoked Color or Black Painted Tempered Glass on Glass Doors
•	 Warning Symbols in Accordance with ISO 7010 Standard
•	 The door is coated with red or white polyester electrostatic powder paint  

over phosphate coating.
•	 Special Color and Special Design Options (In RAL Codes According to Customer 

Requirements)
•	 Optional, Completely Stainless Material Options are available. 

•	 Recessed Type or Surface Type Cabinet 
•	 Reel Carrier Console (Strong and Rigid)
•	 Breakable Valve Connection Points on the Cabinet
•	 Cabinet Design Suitable for Right and Left Handed Reels
•	 Mounting, Ventilation and Water Drain Holes
•	 Cabinet is Coated with Polyester Electrostatic Powder Paint.
•	 Special Color and Special Design Options
•	 There is a user manual on the cabinet

CABINET

PRODUCT TECHNICAL SPECIFICATIONS

NOTE : If the product is to be used in risky environments such as hot, humid, salty, acidic, corrosive, etc., outside the building, please inform our sales representative and request assistance 
for the correct product selection. Otherwise, the product may fall outside the warranty Doorage.
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DRS 5700 SERIES INDOOR FIRE CABINET, SEMI-RIGID HOSE, SINGLE DOOR

DOORAS A.Ş RESERVES THE RIGHT TO MAKE MODIFICATIONS ON THE PRODUCTS WITHOUT NOTIFICATION.

PRODUCT MODEL CABINET 
TYPE PRODUCT DESCRIPTION

PRODUCT 
DIMENSIONS 

 (mm)

DOOR 
DIMENSIONS 

 (mm)

DOOR TYPE

T1 DOOR T2 DOOR T4 DOOR

q DRS5730.1RT_ Recessed Type 1"-30m Semi Rigid Fire Hose, Single Door, Fire Hose Cabinet, with Fire 
Extinguisher 740x1330x200 760x1350x25 q ― q

q DRS5730.1ST_ Surface Mounted 
Type

1"-30m Semi Rigid Fire Hose, Single Door, Fire Hose Cabinet, with Fire 
Extinguisher 760x1350x200 760x1350x25 q ― q

RECESSED TYPE SURFACE TYPE
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Ready for any scenario!”
From industrial sites to office buildings, DOORAS is ready for any situation.


